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 The launch of Wovon marks Polyflor’s first step into the woven 

vinyl flooring market which is continuing to grow at pace within 

the UK and Internationally. Consisting of 18 Interwoven Vinyl Tile 

options, Wovon offers a heavy commercial vinyl construction and 

a stylish, tactile design, perfect for busy interior spaces. Suitable 

for specification in high footfall environments, Wovon is a low 

maintenance alternative to traditional textile flooring options.

The new collection consists of three tile patterns – Serene, 

Optics and Structure - from these architects and designers 

can create a spectrum of stylish decorations with each one 

encouraging creative placements and resulting in striking visuals. 

The subtle design structure of Serene co-ordinates beautifully 

alongside a broad range of surfaces to create a calm and 

balanced interior. Whilst the Structure tile combines several 

weaving techniques to create a three-dimensional floor design 

to add character and depth. Optics, inspired by the properties 

of light, adapts to it’s surroundings with light reflecting patterns 

that bring any interior environment to life. 

INTRODUCTION
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This is a summary of all the main competitors to the Wovon range:

COMPETITORS

www.bolon.com
 ·   24 Ranges

·   500 x 500 tile

·   2m wide sheet

·   3.0mm + 2.5mm gauge 

www.dickson-constant.com
·   6 Ranges

·   42 colours

·   500 x 500 tile

·   2m wide sheet

·   3.7mm + 4mm gauge

www.chilewich.com
·   9 ranges

·   Tiles 457 x 457

·   Planks 152 x 914

·   Rolls 1.83m wide

·   Gauge 5.13mm + 3.35mm 
For any aditional technical information consult Polyflor Customer Technical Services on +44 (0)161 767 1912 or email tech@polyflor.com 

CHARACTERISTICS STANDARDS POLYFLOR  WOVON

Type of Floor Covering EN 1307 PVC Textile Floor Covering

Total Weight ISO 8543 3750 g/m²

General Performance EN 1307 23, 33

Gauge ISO 1765 3.1mm

Tile Size EN 944 16 	 @ 500 x 500mm = 4m²    	

Dimensional Stability EN ISO 2551 <0.1%

Curling After Exposure to Heat EN 434 ≤2mm

Light Fastness EN ISO 105-B02 ≥6

Reaction to Fire EN 13501-1 Bfl - s1

Slip Resistance
DIN 51130
EN 13893
AS 4586

R10
DS
R10

Acoustic Impact Sound Reduction EN ISO 10140-3 ≥11dB

Thermal Resistance EN 12667 0.185 m²K/W

Thermal Conductivity EN 12667 0.153 W/m².K

Electrical Behaviour (body voltage) EN 1815 ≤2 kV

Abrasion Resistance EN 1963 Test A Class 23/33

Castor Chair Test EN 985C Pass

Residual Indentation EN 433 ≤0.1mm

Furniture Leg Test EN 424 Pass

Underfloor Heating Suitability - Suitable max 27 °C

VOC Emissions AgBB VOC Test Pass (low emissions)

THE  SPECIFICATION



98

M3 CODES COLLECTION ITEM NAME TILE SIZE

3501500… 7609 OPTICS OYSTER BRAID 500 x 500mm

3501500… 7610 OPTICS METROPOLIS LOOP 500 x 500mm

3501500… 7611 OPTICS ECLIPSE YARN 500 x 500mm

3501500… 7612 OPTICS SADDLE STITCH 500 x 500mm

3501500… 7613 STRUCTURE TEAL TWINE 500 x 500mm

3501500… 7614 STRUCTURE URBAN PEARL 500 x 500mm

3501500… 7615 STRUCTURE FILIGREE SAND 500 x 500mm

3501500… 7616 STRUCTURE CARAMEL GILD 500 x 500mm

3501500… 7617 SERENE LINEN CLOUD 500 x 500mm

3501500… 7618 SERENE MONUMENT SLATE 500 x 500mm

3501500… 7619 SERENE SMOKED THREAD 500 x 500mm

3501500… 7621 SERENE MIDNIGHT HAZE 500 x 500mm

3501500… 7622 SERENE HENNA ROAST 500 x 500mm

3501500… 7623 SERENE CALICO CLOTH 500 x 500mm

3501500… 7624 SERENE ECRU MIX 500 x 500mm

3501500… 7625 SERENE PORT BLEND 500 x 500mm

3501500… 7626 SERENE EVENING BARLEY 500 x 500mm

3501500… 7627 SERENE OCEAN RIBBON 500 x 500mm

M3 CODES

7609 OYSTER BRAID

7615 FILIGREE SAND

7611 ECLIPSE YARN

7613 TEAL TWINE

7610 METROPOLIS LOOP

7616 CARAMEL GILD

7612 SADDLE STITCH

7614 URBAN PEARL

7626 EVENING BARLEY

7617 LINEN CLOUD

7621 MIDNIGHT HAZE

7622 HENNA ROAST

7619 SMOKED THREAD

7623 CALICO CLOTH

7618 MONUMENT SLATE

7625 PORT BLEND

7624 ECRU MIX

7627 OCEAN RIBBON
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PHOTOGRAPHY

[SERENE 7622 HENNA ROAST]

[SERENE 7621 MIDNIGHT HAZE][SERENE 7621 MIDNIGHT HAZE]

[STRUCTURE 7614 URBAN PEARL]

[STRUCTURE 7613 TEAL TWINE] [STRUCTURE 7613 TEAL TWINE]

PHOTOGRAPHY
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PHOTOGRAPHY

[SERENE 7617 LINEN CLOUD]

[SERENE 7618 MONUMENT SLATE]
 [SERENE 7617 LINEN CLOUD]  

[SERENE 7623 CALICO CLOTH]

[SERENE 7618 MONUMENT SLATE]
 [SERENE 7617 LINEN CLOUD]  

[SERENE 7623 CALICO CLOTH]

PHOTOGRAPHY

[SERENE 7622 HENNA ROAST  |  SERENE 7624 ECRU MIX]

[SERENE 7626 EVENING BARLEY] [SERENE 7627 OCEAN RIBBON]
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[OPTICS 7610 METROPOLIS LOOP]

[OPTICS 7611 ECLIPSE YARN] [OPTICS 7609 OYSTER BRAID]

PHOTOGRAPHY

[OPTICS 7612 SADDLE STITCH]

[STRUCTURE 7616 CARAMEL GILD] [STRUCTURE 7615 FILIGREE SAND]

PHOTOGRAPHY
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LOW MAINTENANCE

Wovon is engineered to offer a simple and straight-
forward maintenance regime. Routine maintenance 
includes simply sweeping or vacuuming the floor 
and spot cleaning where necessary.

STAIN RESISTANCE 

The vinyl construction of Wovon flooring is 
resistant to most contaminants providing that 
spillages are quickly treated in accordance with 
maintenance instructions.

DURABILITY

Wovon flooring has a heavy commercial use 
area classification illustrating its suitability for 
specification in high footfall commercial locations. 
Durability is assured with a standard 10 year 
commercial use guarantee.

WATER RESISTANCE

Wovon flooring is naturally water resistant, making 
it a good alternative to traditional textile materials 
in areas with a risk of spillage.

SUSTAINABILITY

Wovon interwoven vinyl flooring is a sustainable 
product choice which is both 100% recylable and 
Phthalate free.

LOW VOC

Wovon is a low VOC product, assuring indoor air 
quality (AgBB VOC test – pass, low emissions).

EASE OF FITTING

The design of Wovon interwoven vinyl flooring is 
intricate and complex however, the fitting method 
is as per standard vinyl tile installation enabling a 
fast and straightforward turnaround.

SERVICE

The Wovon collection is supported with Polyflor’s 
usual high levels of service ensuring:

Excellent product availability. 

Fast access to FREE of charge sampling via the 
Polyflor Samples Direct Hotline +44 (0)161 767 2551 
or polyflor.com

Full product information and supporting documents 
via polyflor.com

FEATURES AND BENEFITS PACKAGING

PACKAGING DETAILS

500 X 500mm tiles

16 tiles per box (4m2)

Full Pallets = 64 boxes (256m2)

The Wovon collection is in stock now and to provide the 

most competitive price possible to our customers, we 

can confirm that Wovon can be ordered to the nearest 

m2. It is not necessary to round up to the nearest full 

box (Full boxes = 4m2).

INTERWOVEN VINYL FLOORING

High product availability

Suitable for high footfall commercial installations

Water resistant

An excellent alternative to textile material
Low maintenance

*Price held until 30th April 2019
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Gauge ISO 1765 3.1mm

Tile Size EN 944 16 @ 500 x 500mm = 4m2

Total Weight ISO 8543 3750g/m2

General Performance EN 1307

Acoustic Impact Sound Reduction EN ISO 10140-3 ≥11dB

Reaction to Fire EN 13501-1 Bfl-S1

Abrasion Resistance EN 1963 Test A Class 23/33

Slip Resistance
DIN 51130
EN 13893
AS 4586

R10
DS
R10

Residual Indentation EN 433 <0.1mm

Furniture Leg Test EN 424 Pass

Castor Chair (continuous use) EN 985C Pass

Dimensional Stability ISO 2551 <0.1%

Curling After Exposure to Heat EN 434 ≤2mm

Thermal Conductivity EN 12667 0.153 W/m2.K

Thermal Resistance EN 12667 0.185m2K/W

Underfloor Heating Suitability - Suitable max 27oC 

Electrical Behaviour (body voltage) EN 1815 ≤2kV 

Light Fastness EN ISO 105-B02 ≥6

VOC Emissions AgBB VOC test Pass low emissions

For information regarding handling and installation, adhesives, maintenance, applications, chemical resistance and product warranty, consult Polyflor  
Customer Technical Services on +44 (0)161 767 1912, or email tech@polyflor.com. 
The data presented is correct at the time of printing. For latest information, please visit our website polyflor.com. 
Decoration and shade may vary slightly from the samples shown.

The Polyflor Wovon interwoven vinyl flooring a collection of diverse weave designs 

offering a varied yet unmistakable textile feeling. With the advantages of its 

heavy commercial vinyl construction the Wovon collection is a hard wearing, low 

maintenance option for commercial and residential locations. Such areas include 

Office, Retail and Hotels. 
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UK Sales Direct: +44 (0)161 767 1122  |  Export Sales Direct: +44 (0)161 767 1913
Sample Requests: +44 (0)161 767 2551  |  email: info@polyflor.com  |  www.polyflor.com
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TECHNICAL SUPPORT DOCUMENTS
PERFORMANCE AND PROPERTIES

UK Sales Direct: +44 (0)161 767 1122  |  Export Sales Direct: +44 (0)161 767 1913
Sample Requests: +44 (0)161 767 2551  |  email: info@polyflor.com  |  www.polyflor.com
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	 	 INITIAL	CONSTRUCTION	CLEAN	

In all cases: Remove all loose debris from the surface. Ensure that all traces of adhesive are removed from the surface of the floorcovering. 
Mop sweep or dry vacuum to remove dust and grit. 

						Manual	Cleaning	

• Sweep / Vacuum the floor thoroughly to remove any loose dust, grit or debris that maybe on the surface. Apply a solution of neutral cleanser, diluted to 
the manufacturer’s instructions, to the floor and leave for sufficient time to react and break up any ingrained dirt. Using a deck brush manually scrub the 
floor; remove slurry using a micro fibre mop and bucket. Rinse thoroughly using clean, warm water and leave to dry thoroughly. 

						Mechanical	Cleaning	

Tools	Equipment	required:  Scrubber Drier fitted with a cylinder or soft rotary scrubbing brush, / Polyflor Approved Neutral Cleaning Agent.

• Dry Vacuum the floor thoroughly to remove any loose dust, grit or debris that maybe on the surface   Fill the tank of the selected scrubber drier with 
a solution of neutral cleanser, diluted to the manufacturer’s instructions. Mechanically scrub the floor thoroughly picking up any wet slurry via the wet 
vacuum on the scrubber drier

• For very heavy soiling, dilution rates above the manufacturer’s minimum recommendations may be necessary

	 	 ROUTINE	MAINTENANCE

	 	 Daily

• TREAT STAINS AS SOON AS POSSIBLE 

• The frequency of each of the operations is dependent upon the type and intensity of traffic.

• Sweep / vacuum the floor to remove surface dust and loose dirt.

• If required using manual or mechanical means scrub the floor thoroughly. Remove any resultant slurry Rinse thoroughly with clean, warm water, and 
allow to dry naturally

PERIODIC	MAINTENANCE

	 	 Weekly/Monthly

•  Manual Cleaning - Sweep / Vacuum the floor thoroughly to remove any loose dust, grit or debris that maybe on the surface. Apply a solution of neutral 
cleanser, diluted to the manufacturer’s instructions, to the floor and leave for sufficient time to react and break up any ingrained dirt. Using a deck brush 
manually scrub the floor; remove slurry using a micro fibre mop and bucket. Rinse thoroughly using clean, warm water and leave to dry thoroughly.

• Mechanical Cleaning - Dry Vacuum the floor thoroughly to remove any loose dust, grit or debris that maybe on the surface   Fill the tank of the selected 
scrubber drier with a solution of neutral cleanser, diluted to the manufacturer’s instructions. Mechanically scrub the floor thoroughly picking up any wet 
slurry via the wet vacuum on the scrubber drier.

• For very heavy soiling, dilution rates above the manufacturer’s minimum recommendations may be necessary.
       
       NOTE 1: For small areas, where there is no suitable scrubber drier available, a deck scrubbing brush should be used in conjunction with a wet vacuum or 
       mop and bucket system

NOTE 2: For very heavy soiling, dilution rates above the manufacturer’s minimum recommendations may be necessary.

	 	 APPLICATION	OF	A	FLOOR	DRESSING	

• A floor dressing or maintainer containing polish should NOT be applied to the Wovon range. If in any doubt, consult our Technical Support staff on 0161 767 1912

• Cleaners and detergents should be diluted as per the manufacturer’s instructions. For recommended products, see the Polyflor Approved Maintenance. 
• For further information and advice on specific applications, consult Polyflor Customer Technical Services on +44 (0)161 767 1912, or email  

tech@polyflor.com. 

• Always follow the Health and Safety guidance provided.

• At the date of issue the data presented is correct. However, Polyflor Ltd. reserve the right to make changes which do not adversely affect performance 
or quality.   

	 	 REGULAR	CLEANING	IS	MORE	BENEFICIAL	TO	THE	FLOORCOVERING	AND	MORE	COST-EFFECTIVE	THAN	OCCASIONAL	HEAVY	CLEANING.

FLOORCARE

The Polyflor Wovon interwoven vinyl flooring a collection of diverse weave designs 

offering a varied yet unmistakable textile feeling. With the advantages of its 

heavy commercial vinyl construction the Wovon collection is a hard wearing, low 

maintenance option for commercial and residential locations. Such areas include 

Office, Retail and Hotels. 

TECHNICAL SUPPORT DOCUMENTS
FLOORCARE
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•	 The	flooring	shall	be	Polyflor	Wovon	interwoven	vinyl	flooring,	as	supplied	by	Polyflor	Ltd.	of	Manchester,	England.

•	 The	flooring	shall	be	flexible	PVC	tile	flooring	in	3.1mm	to	3.3mm	thickness.

•	 The	flooring	material	shall	fully	conform	with	the	European	Norm	for	EN	1307	TEXTILE	FLOOR	COVERINGS

•	 In	respect	of	flamespread,	the	flooring	shall	be	certified	as	Class	Bfl-S1	according	to	EN	13501-1.	

•	 This	product	does	not	accumulate	static	charges	above	2kV	and	is	classified	as	‘antistatic’	when	tested	to	EN	1815.	For	specialist	applications	where	there	
is	a	requirement	to	dissipate	the	electrostatic	charge,	see	the	Polyflor	ESD	product	ranges.

•	 The	product’s	weight	should	not	be	more	than	3750g/m2.

•	 The	flooring	is	suitable	for	Use	Area	Classification	23/33,	as	defined	in	EN	1307

•	 In	respect	of	light	fastness,	the	flooring	shall	have	been	fully	tested	to	ISO	105-B02	Method	3	and	obtain	≥6.

•	 The	manufacturer	should	provide	a	facility	to	take	back	and	recycle	waste	vinyl	flooring	material	through	the	Recofloor	scheme.

•	 Polyflor	Wovon	interwoven	vinyl	flooring	achieves	a	very	low	VOC	emissions	result	when	tested	to	AgBB	standards.

•	 The	manufacturer	of	the	floorcovering	must	be	in	possession	of	a	valid	quality	systems	certificate,	showing	compliance	with	BS	EN	ISO	9001.

•	 The	manufacturer	of	the	floorcovering	must	be	in	possession	of	a	valid	environmental	certificate,	showing	compliance	with	ISO	14001.

•	 A	moisture	test	must	be	carried	out,	to	ensure	that	the	subfloor	has	dried	out	to	a	level	consistent	with	the	application	of	vinyl	flooring.	The	test	
should	be	carried	out	using	a	hygrometer,	in	accordance	with	the	instructions	in	BS	8203.	The	result	should	not	exceed	75%RH,	once	equilibrium	
has	been	achieved.

•	 The	adhesive	used	must	be	approved	by	Polyflor,	to	ensure	full	product	compatibility.

•	 Products	must	be	fully	conditioned	to	the	environment	in	which	they	are	to	be	installed.	See	Polyflor	installation	instructions	for	details.

•	 Installation	must	be	carried	out	in	accordance	with	BS	8203	and	the	instructions	of	Polyflor.

•	 Suitable	for	use	with	underfloor	heating	up	to	27°C.	See	Polyflor	installation	instructions	for	details.	
NOTE:	Recommended	fit	—	Serene	tile:	Tessellate	and	Broadloom.	Optics	&	Structure:	Tessellate	only	

•	 We	recommend	that	adequate	UV	protection	be	taken	against	products	being	installed	in	direct	sunlight	as	fading	may	occur.

•	 For	further	information	and	advice	on	specific	applications,	consult	Polyflor Customer Technical Services on  
+44 (0)161 767 1912, or email tech@polyflor.com.

•	 At	the	date	of	issue	the	data	presented	is	correct.	However,	Polyflor	Ltd.	reserve	the	right	to	make	changes	which	do	not	adversely	affect	performance	
or	quality.

 

UK	Sales	Direct:	+44	(0)161	767	1122		|		Export	Sales	Direct:	+44	(0)161	767	1913
Sample	Requests:	+44	(0)161	767	2551		|		email:	info@polyflor.com		|		www.polyflor.com August 2018

PRODUCT SPECIFICATION
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The	Polyflor	Wovon	interwoven	vinyl	flooring	a	collection	of	diverse	weave	designs	

offering	a	varied	yet	unmistakable	textile	feeling.	With	the	advantages	of	its	

heavy	commercial	vinyl	construction	the	Wovon	collection	is	a	hard	wearing,	low	

maintenance	option	for	commercial	and	residential	locations.	Such	areas	include	

Office,	Retail	and	Hotels.	

TECHNICAL SUPPORT DOCUMENTS
PRODUCT SPECIFICATION

TECHNICAL SUPPORT DOCUMENTS
COSHH

	 Product	Health	and	Safety	Data	Sheet	
	 Polyflor	Resilient	Flexible	Vinyl	Floorcovering	

1. Identification of the	 1.1	Product	Name	 Polyflor Affinity255 PUR 
  substance / preparation   Polyflor Expona Design PUR 
  and of the company undertaking   Polyflor Expona Commercial PUR 
   Polyflor Expona Control PUR 
   Polyflor Expona Bevel Line PUR 
   Polyflor Camaro PUR 
   Polyflor Camaro LOC PU 
   Polyflor Colonia PUR 
   Polyflor Wovon	 	  	
	 1.2	Company	Details	
	 Polyflor	Limited	P	O	Box	3	Radcliffe	New	Road	Whitefield	Manchester	M45	7NR	
	 Tel:	0161	767	1111	Fax:	0161	767	1100	Email:	msds@polyflor.com

2. Hazards identification	 These	products	are	non-hazardous

3. Composition / information	 There	are	no	substances	in	this	product	presenting	a	health	or	environmental	hazard	within	
					on ingredients	 the	meaning	of	the	Chemicals	(Hazard	Information	&	Packaging	for	Supply)	Regulations

4. First aid measures	 Inhalation:		 no	specific	measure	required	
	 Skin	Contact:		 no	specific	measure	required	
	 Eye	Contact:		 no	specific	measure	required	
	 Ingestion:		 no	specific	measure	required

5. Fire fighting measures	 5.1		 Suitable	extinguishing	media:	Water	spray	jet,	foam,	dry	powder,	carbon	dioxide	
	 5.2		 Extinguishing	media	that	must not	be	used:	Not	applicable	
	 5.3		 Special	exposure	hazard	arising	from	the	substance	or	preparation	itself,	combustion	products,			
	 	 resulting	gases:	Hazardous	combustion	products:	carbon	monoxide	and	hydrogen	chloride	
	 5.4		 Special	protective	equipment	for	fire	fighting:	Use	respiratory	protection	independent	
	 	 of	recirculated	air.

6. Accidental release measures	 6.1		 Personal	precautions:	No	special	measures	required	
	 6.2		 Environmental	precautions:	No	special	measures	required	
	 6.3		 Methods	for	cleaning	up:	Dispose	of	according	to	regulations

7. Handling and storage	 7.1		 General	information:	No	special	protective	measures	required	
	 7.2		 Handling:	Normal	safe	handling	practices	must	be	applied	
	 7.3		 Storage:	It	is	recommended	that	rolls	are	stored	in	the	vertical	position	and	restrained	in		
	 	 position	using	safety	chains	or	straps

8. Exposure controls /	 Personal	protection	equipment:	None	required	
     personal protection	 	

9. Physical and chemical properties	 9.1		 Appearance:	solid	sheet	or	solid	sheet	with	foam	backing	in	various	designs/colours
	 9.2	 Specific	Gravity:	Dependant	upon	product	type	with	a	range	between	1.20	and	1.80

10. Stability and reactivity	 10.1	 General	information:	If	stored	and	handled	in	accordance	with	standard	industry	practices	no		 	
	 	 hazardous	reactions	are	known	
	 10.2	Hazardous	decomposition	information:	Thermal	decomposition	will	evolve	toxic	vapours	-		 	
	 	 hydrogen	chloride	and	carbon	monoxide

11. Toxicological information	 11.1		 General	information:	No	harmful	effects	have	been	reported	to	date.	
	 11.2		Inhalation:		 Not	applicable	 	 	
	 	 Ingestion:		 Not	applicable	
	 	 Skin	contact:		 No	known	hazard	
	 	 Eye	contact:		 Not	applicable

12. Ecological information	 12.1	 Environmental	fate	and	distribution:	 The	floorings	have	no	mobility	in	soil	
	 	 	 The	floorings	are	insoluble	in	water	
	 	 	 The	floorings	are	not	expected	to	bioaccumulate 
 12.2	Persistence	and	degradability:	 The	floorings	will	not	biodegrade

13. Disposal considerations 13.1		Material:	Dispose	of	in	accordance	with	local	and	national	legislation	
	 13.2	Contaminated	packaging:	Recommendation:	dispose	by	recycling

14. Transport information The	floorings	are	not	classified	as	dangerous	for	transportation

15. Regulatory information The	finished	floorings	are	defined	as	“not	hazardous”	in	the	Chemicals	Hazard	Information	and		 	
	 Packaging	regulations	(CHIP)

16. Other information All	seam	welding	to	be	carried	out	in	a	well	ventilated	area.	
	 Polyflor	Limited	has	prepared	this	safety	data	on	the	basis	of	its	best	knowledge	and	information		
	 available	at	the	present	day	
	 Polyflor	gives	no	guarantee	and	disclaims	responsibility	for	individual	items	being	incomplete	or		
	 incorrect.	Furthermore,	Polyflor	gives	no	guarantee	that	all	possible	measures	are	contained	within		
	 the	safety	data	sheet	(including	exceptional	circumstances)

	 Revision	information
	 Product	name	changes

Revision	date:	August	2018	
	 Issue#	13,	UK
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TECHNICAL SUPPORT DOCUMENTS
DOP

DOP

1.

2.

3.

4.

5.

6.

7.

British Textile Technology Group (BTTG)
Wira House, West Park Road,

Leeds, LS16 6QL.

not applicable

Notified Body certificate of constancy of performance

8.

9. Declared performance
Essential characteristics Performance Harmonised technical specification

Reaction to fire

R
EN 14041: 2004/AC:2006

Content of Pentachlorophenol

<
EN 14041: 2004/AC:2006

Formaldehyd Emissions

>
EN 14041: 2004/AC:2006

Slip resistance

Z
EN 14041: 2004/AC:2006

Electrical behavior (dissipative) NPD EN 14041: 2004/AC:2006

Electrical behavior (conductive) NPD EN 14041: 2004/AC:2006

Electrical behavior (antistatic) NPD EN 14041: 2004/AC:2006

Thermal conductivity [W/mK] e 0.25 W/m.K
EN 14041: 2004/AC:2006

Water-tightness NPD EN 14041: 2004/AC:2006

10.

N.Holden, Group Project Manager

(name and function)

10th July 2018, Manchester, UK N.Holden 
(place and date of issue) (signature)

Unique identification code of the product-type:

PWOV-DoP-001

Intended use or uses of the construction product, in accordance with the applicable harmonised technical specifi- cation, as foreseen by the manufacturer:

Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):

System 3

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.

James Halstead PLC, Beechfield, Hollinhurst Road, Radcliffe, Manchester, M26 1JN, United Kingdom

EXPONA COMMERCIAL Luxury Vinyl Tiles

DECLARATION OF PERFORMANCE

This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4

Name of the notified test laboratory, that has issued the certificate of conformity of the factory production control, inspection reports and calculation reports (if relevant).

Signed for and on behalf of the manufacturer by:

not applicable

Type, batch or serial number or any other element allowing identification of the construction product as required pursuant to Article 11(4):

In case of the declaration of performance concerning a construction product covered by a harmonised standard:

Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2):

James Halstead PLC, Beechfield, Hollinhurst Road, Radcliffe, Manchester, M26 1JN, United Kingdom

System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:

Polyflor Wovon (EN 1307) 

For use as floor covering in buildings (see EN 14041) according to the manufacturer's specifications.

In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:

INSTALLATION DOCUMENTS
APPROVED ADHESIVES

UK Sales Direct: +44 (0)161 767 1122  |  Export Sales Direct: +44 (0)161 767 1913
Sample Requests: +44 (0)161 767 2551  |  email: info@polyflor.com  |  www.polyflor.com
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APPROVED ADHESIVES
LAYBOND BOSTIK
Tel: 01785 272625

F BALL
Tel: 01538 361633

ARDEX
Tel: 01440 714939

UZIN
Tel: 01788 530080

MAPEI
Tel: 0121 5086970

ACOUSTIX FOREST FX, POLYSAFE  WOOD FX ACOUSTIX PUR, SECURA, SILENTFLOR

Horizontal Bond
Laybond Vinyl
Bostik’s Best

F44, F46, F49 AF145, AF165 KE2000S, KE66 G19,  VS90plus

Horizontal Bond
High Temperature/Extreme
Conditions

Epoxy 2000 F74,  F84 AF2575 KR430 G19

Vertical Bond Bostik’s Best F66 Not available WK222 Not available

WOVON

Horizontal Bond Bostik’s Best F44, F49 AF165 KE2000S G19

Horizontal Bond
High Temperature/Extreme
Conditions

Bostik’s Best F49, F74 Not available KR430 G19

Vertical Bond Not available Not available Not available Not available Not available

ACOUSTIFOAM

Foam to Floor (Horizontal)
Laybond Vinyl
Bostik’s Best

F44 Not available KE2000S, KE2428, KE66 VS90plus, ECO380

Sheet Vinyl to Foam Bostik’s Best F46, F47 Not available KE2000S Ecofix

Sheet Rubber to Foam Not available F84 Not available G19

Forest FX to Foam Bostik’s Best Not available Not available Not available G19

PALETTONE SD, POLYFLOR SD, POLYFLOR FINESSE SD

Horizontal Bond Not available F57 Not available KE2000SL
V4 Conductive
G19 Conductive

Horizontal Bond
High Temperature/Extreme
Conditions

Not available Not available Not available KR421L G19 Conductive

Vertical Bond Not available F60 Not available Not available Not available

POLYFLOR CONDUCTIVE ROF

Horizontal Bond Not available Not available Not available KR421L
V4 Conductive

           G19 Conductive 

Horizontal Bond
High Temperature/Extreme
Conditions

Not available Not available Not available KR421L G19 Conductive

Vertical Bond Not available Not available Not available Not available Not available

POLYFLOR OHMEGA EC,  POLYFLOR EC

Horizontal Bond Not available F57 Not available KE2000SL
V4 Conductive

           G19 Conductive 

Horizontal Bond
High Temperature/Extreme
Conditions

Not available Not available Not available KR421L G19 Conductive

Vertical Bond Not available F66 Not available Not available Not available
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INSTALLATION DOCUMENTS
IN BOX FITTING INSTUCTIONS

FITTING INSTRUCTIONS
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SERENE TILE 

Recommended fit: Tessellate and broadloom

OPTICS & STRUCTURE TILES

Recommended fit: Tessellate only

INSTALLATION

When installing Wovon local/national standards should be observed. 
To achieve best results site conditions should be as follows. A 
minimum floor temperature of 15c along with a room temperature 
between 18c and 27c. With the air humidity between 45% and 65% 
RH. For further information on subfloor suitability and preparation 
of the subfloor, please refer to Polyflor’s Technical Information 
Manual which you can find on our webpage www.polyflor.com

The Wovon floorcovering together with adhesive and any new 
plywood bases, should be conditioned together in at least 18c or the 
normal temperature of the room where the product is to be laid, for 
at least 24 hours before installing. Cartons must be stacked less than 
5 high and tiles removed 30 minutes before use. The site conditions 
must be maintained during installation and for at least 48 hours after 
completion.

It is advisable to plan the layout of the room to minimize the visual 
appearance of the installed floor. 

1. Measure the room concerned in both directions. 

2. Mark a chalk centreline, ensuring that it is square to the wall 
with the main doorway. 

3. Chalk another line 900 to the first one. 

4. Loose lay the tiles to check that no small cuts will be required 
at the perimeter. If a small cut  is evident, move the centre line 
across half a tile in either direction to create an acceptable 
sized cut.

5. The adhesive should be applied using a notched trowel as 
recommended by the adhesive manufacturer. 

Ideally the floor area should be divided into small sections leaving the 
perimeter tiles unadheard until the main body has been installed, when 
a section has been installed in should be thoroughly rolled in both 
directions with a 68kg roller.  Tiles should be fitted together tightly 
but without undue pressure. The perimeter tiles should be fitted last 
ensuring they do not apply any pressure to the adjacent tiles.

Polyflor provide a comprehensive Approved Adhesive list available 
on the Polyflor website www.polyflor.com.

In areas subjected to direct sunlight or extremes / fluctuations in 
temperatures Polyflor always recommend the use of an approved 
Hi Temperature adhesive. In all cases the adhesive manufacturer’s 
instructions should be followed. 

After a period of 45 – 60 minutes (depending on the site conditions) 
roll the floor again with a 68Kg roller. Early trafficking should be 
avoided, as this will disturb the adhesive bond.

Always refer to our current list of Approved
Adhesives and our Cleaning and Maintenance guide

For further guidance contact Customer Technical Support 
on +44 161 767 1912

Tessellate

Tessellate

Brickbond Brickbond

Straight

INSTALLATION DOCUMENTS
IN BOX FITTING INSTUCTIONS
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Ein Unternehmen der

WOVON FLOORING

Installation guide

SERENE TILE 

Verlegeempfehlung: Schachbrett und in Pfeilrichtung

OPTICS & STRUCTURE TILES

Verlegeempfehlung: nur im Schachbrett 

INSTALLATION

Für die Verarbeitung von Design-Bodenbelägen sind die VOB, Teil 
C, DIN 18365 (Deutschland) bzw. die jeweils gültigen Normen für 
„Bodenbelagarbeiten“, die allgemein anerkannten Regeln des Fachs 
sowie der Stand der Technik zu beachten.

Entscheidend für die optimale Nutzungs- und Gebrauchstüchtigkeit 
sowie die Werterhaltung von elastischen Bodenbelagsflächen 
sind die Unterbodenvorbereitungen und die Verarbeitung der 
jeweiligen Bauhilfstoffe und der Bodenbeläge. Der Untergrund ist 
unter Berücksichtigung der VOB, Teil C, DIN 18365 (Deutschland) 
bzw. der jeweils gültigen Normen für „Bodenbelagsarbeiten“, der 
allgemein anerkannten Regeln des Fachs und des Standes der 

Technik zu prüfen und vorzubereiten. Er muss unter anderem 
rissfrei, sauber, zug-/druckfest und dauerhaft trocken sein. Achten 
Sie je nach Konstruktionsart des Untergrundes auf die zulässige 
Restfeuchte und eventuell nachstoßende Feuchtigkeit! Saugfähige 
Untergründe und ebene Oberflächen sind die Voraussetzung für 
eine ordnungsgemäße Bodenbelagsarbeit. 

Für die Aufnahme von Design-Belägen wird eine 2,0 mm 
Spachtelung grundsätzlich vorgeschrieben.

Folgende klimatischen Bedingungen müssen unbedingt eingehalten 
werden: mindestens 15°C Bodentemperatur, mindestens 18°C 
Raumlufttemperatur und höchstens 65% relative Luftfeuchtigkeit. 
Die Bodenbeläge und Hilfsstoffe sind mindestens 24 Stunden vor 
der Verlegung zu klimatisieren, hierbei nicht mehr als 5 Pakete 
Bodenbelag übereinanderstapeln. Fliesen/Planken mindestens 30 
Minuten vor der Verlegung aus der Verpackung nehmen. 

Es sollte sichergestellt sein, dass innerhalb der Abbindungsphase 
des Klebstoffsystems die raumklimatischen Bedingungen konstant 
bleiben.

Es wird empfohlen, die zu belegende Fläche auszumessen und 
dem Materialformat entsprechend aufzuteilen um einen möglichst 
geringen Verschnitt zu erreichen. Anschließend wird längs und 
quer im Raum ein Schnurschlag entsprechend der vorgenannten 
Aufteilung angelegt.

Der Auftrag des Klebstoffes erfolgt nach den 
Verarbeitungsrichtlinien des Klebstoffherstellers mittels eines 
gezahnten Spachtels. Als Klebstoffe werden handelsübliche 
Dispersionsklebstoffe empfohlen. Nach der dem Klebstoffsystem 
entsprechenden Ablüftezeit wird der Bodenbelag in das 
Klebstoffbett eingelegt, angerieben und angewalzt. Die Fliesen 
(Planken) werden „treppenartig“ in das Klebstoffbett eingelegt. Es 
ist darauf zu achten, dass kein „Versatz“ entsteht. Wichtig ist es, den 
Bodenbelag fugendicht und spannungsfrei zu verlegen!

Nach einem Zeitintervall von ca. 45–60 Minuten (je nach 
raumklimatischen Bedingungen) muss der Belag nochmals mit einer 
Gliederwalze intensiv angewalzt werden.

In Bereichen mit erhöhter Luftfeuchtigkeit bzw. thermischen 
Belastungen (z.B. Wintergärten) sind zwingend PU- bzw. EP-
Klebstoffe einzusetzen. Eine Belastung des Belages ist erst nach 
dem endgültigen Abbinden des Klebstoffes möglich.

Bei weiteren Fragen wenden Sie sich bitte an unsere 
Anwendungstechnik.

Bitte beachten Sie unsere aktuellen Klebstoffempfehlungen sowie 
unsere Reinigungs- und Pflegeanleitung!

Verlegerichtung um 90° 
gedreht

Verlegerichtung um 90° 
gedreht

Verlegung im Halbverband Verlegung im Halbverband

Verlegung in Pfeilrichtung
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INTERWOVEN VINYL FLOORING

The Wovon collection of interwoven vinyl tiles 
provides a unique and diverse selection of weave 
designs that come with extraordinary depth and 
sophisticated aesthetics to cater for projects that 
require contemporary styling.

The new collection consists of three tile patterns 
–Serene, Optics and Structure- with each one
encouraging creative placements and resulting in 
striking visuals. 

FOR MORE INFORMATION AND
TO ORDER A FREE SAMPLE

www.polyflor.com

WATER
RESISTANT

LOW VOC 
EMMISIONS

SUSTAINABLESTAIN 
RESISTANT

DURABILITYLOW 
MAINTENANCE

WOVON — TEXTURE AND  
PERFORMANCE COMBINED

The idea behind Polyflor’s new Wovon range was to 

provide an opportunity to explore new textures and 

patterns whilst still offering great functionality. The 

Wovon collection of interwoven vinyl tiles provides a 

unique and diverse selection of weave designs that come 

with extraordinary depth and sophisticated aesthetics to 

cater for projects that require contemporary styling.

The new collection consists of three tile patterns – 

Serene, Optics and Structure- from these architects and 

designers can create a spectrum of stylish decorations 

with each one encouraging creative placements and 

resulting in striking visuals. The subtle design structure 

of Serene co-ordinates beautifully alongside a broad 

range of surfaces to create a calm and balanced interior. 

Whilst the Structure tile combines several weaving 

techniques to create a three-dimensional floor design 

to add character and depth. Optics, inspired by the 

properties of light, adapts to it’s surroundings with light 

reflecting patterns that bring any interior environment 

to life.

Tom Rollo, Polyflor’s Marketing Manager commented, 

‘Wovon offers both the hard wearing, low maintenance 

properties of a heavy commercial vinyl construction and 

a stylish, tactile design perfect for specification in busy 

interior environments. Stocked in depth and available 

for next day despatch, Wovon is suitable for locations 

with high footfall and is a low maintenance alternative to 

traditional textile flooring options’.

Available in a range of 18 colours across 3 design options 

unique design options in 500mm x 500mm tile format, 

the Wovon collection is a sustainable product choice 

which is 100% recyclable, Phthalate free and low VOC. 

Further details of Polyflor’s extensive range of resilient 

vinyl flooring are available from Polyflor Ltd, Radcliffe 

New Road, Whitefield, Manchester,  M45 7NR. 

Tel: 0161 767 1111 Fax: 0161 767 1128

Website: www.polyflor.com 

Email: info@polyflor.com

POLYFLOR LAUNCHES NEW COLLECTION OF INTERWOVEN VINYL TILES - WOVON

Press Release 2018
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